AMPLITUDE® INTEGRALE®

grooved
cementless
total HAP
femoral stem




highlights

e MI30NW stainless steel or e Small-sized taper
ceramic heads (10/12) 5.42°

e Mirror-polished thin neck

AMPLITUDE® INTEGRALE®



INTEGRALE® grooved cementless total HAP femoral stem

AMPLITUDE®

e Neck-shaft angle
137°

e Stem with
closed-end grooves

e 80 um HAP coating

e Material: anodized
TA6V

INTEGRALE®



highlights

e Threaded hole e Perfect visualization of
for extraction the impaction limit

e Ovoid homothetic
metaphyseal sections

AMPLITUDE® INTEGRALE®



INTEGRALE® stem: instruments

Ce

Blue aluminium container
No. 1 case

No. 1 lid

Primary femoral rasp size 1
Primary femoral rasp size 2
Primary femoral rasp size 3
Primary femoral rasp size 4
Primary femoral rasp size 5
Primary femoral rasp size 6
Primary femoral rasp size 7
Rasp holder

Blunt pin g 2

Stem impactor

Stem for sliding hammer
Cylinder for sliding hammer

Tip for femoral stem sliding hammer

Handle
Trochanter meter
Reamer 12 x 10
Reamer 18 x 10
Reamer holder

AMPLITUDE®

3-0100101
3-0100301
3-0100401
2-0100201
2-0100202
2-0100203
2-0100204
2-0100205
2-0100206
2-0100207
2-0103100
2-0103000
2-0100900
2-0102900
2-0103300
2-0103200
2-0104200
2-0103700
2-0103612
2-0103618
2-0103500

No. 2 case

No. 2 lid

Trial neck g22.2 Short neck

Trial neck g22.2 Medium neck

Trial neck g22.2 Long neck

Trial neck ¢28 Short neck

Trial neck 28 Medium neck

Trial neck g28 Long neck

Trial neck 828 Extra-long neck

Trial head on stem g22.2 Short neck
Trial head on stem g22.2 Medium neck
Trial head on stem g22.2 Long neck
Trial head on stem @28 Short neck
Trial head on stem 28 Medium neck
Trial head on stem @28 Long neck
Trial head on stem @28 Extra-long neck
Universal grip

Head impactor g22.2

Head impactor 28 and ¢32

Tip for femoral head grip g22.2

Tip for femoral head grip 28

Optional extras

Trial neck @32 Short neck

Trial neck g32 Medium neck

Trial neck 32 Long neck

Trial neck @32 Extra-long neck

Trial head on stem @32 Short neck
Trial head on stem ¢32 Medium neck
Trial head on stem @32 Long neck

Trial head on stem @32 Extra-long neck
Tip for femoral head grip ¢32

3-0100302
3-0100402
2-0100505
2-0100506
2-0100507
2-0100501
2-0100502
2-0100503
2-0100504
2-0100405
2-0100406
2-0100407
2-0100401
2-0100402
2-0100403
2-0100404
2-0101000
2-0101400
2-0114200
2.0104322
2.0104328

2-0100508
2-0100509
2-0100510
2-0100511
2-0100408
2-0100409
2-0100410
2-0100411
2-0104332



INTEGRALE® stem: implants C€ ooss

INTEGRALE® total HAP cementless femoral stem Size 1 1-0100101
INTEGRALE® total HAP cementless femoral stem Size 2 1-0100102
INTEGRALE® total HAP cementless femoral stem Size 3 1-0100103
INTEGRALE® total HAP cementless femoral stem Size 4 1-0100104
INTEGRALE® total HAP cementless femoral stem Size 5 1-0100105
INTEGRALE® total HAP cementless femoral stem Size 6 1-0100106
INTEGRALE® total HAP cementless femoral stem Size 7 1-0100107
M30NW metal femoral head g22.2 Short neck 1-0101101
M30NW metal femoral head g22.2 Medium neck 1-0101102
M30NW metal femoral head g22.2 Long neck 1-0101103
M30NW metal femoral head g28 Short neck 1-0101111
M30NW metal femoral head 28 Medium neck 1-0101112
M30NW metal femoral head 928 Long neck 1-0101113
M30NW metal femoral head g28 Extra-long neck 1-0101114
M30NW metal femoral head @32 Short neck 1-0101121
M30NW metal femoral head 832 Medium neck 1-0101122
M30NW metal femoral head @32 Long neck 1-0101123
Alumina ceramic head g28 Short neck 1-0102711
Alumina ceramic head 28 Medium neck 1-0102712
Alumina ceramic head 28 Long neck 1-0102713
Alumina ceramic head @32 Short neck 1-0102721
Alumina ceramic head g32 Medium neck 1-0102722
Alumina ceramic head g32 Long neck 1-0102723

Distributed by:

AMPLITUDE®

Customer Services-France: Porte du Grand Lyon. 01700 Neyron. France. Tel.: +33 (0)4 37 85 19 19. Fax: +33 (0)4 37 85 19 18
Customer Services-Export: 11, cours Jacques Offenbach. Zone Mozart 2. 26000 Valence. France. Tel.: +33 (0)4 75 41 91 69. Fax: +33 (0)4 75 41 87 42
E-mail: amplitude@amplitude-ortho.com. Internet: www.amplitude-ortho.com
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